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VTG Series A4 HBEBASEFEER M 1‘5;((2/
High voltage Alumm Electinuorlytic Capacitor of V-chip Type

105°C 3000 ~5000 hours
o MhREREE, WIEEMEM, SLUBCER
105°C 3000~5000 hours
e High stability and reliability with high ripple current

m FERARMEE Specifications

o ABUN, K&

e Small size, Large capacity

Aluminum Electorlytic Capacitor
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TiH Items T4 Performance Characteristics
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Operating Temperature Range

= B

sl i 160~450V.DC

Rated Voltage Range

B AR FO VG 22

Capacitance Tolerance

+20%(120Hz, 20°C)

b ELEERT

Leakage Rurrent

1<<0.04cv +100 (1 A)BY 3 w A BB K#, (2 204D
1<X0.04 CV+100 ( 1 A) or 3 u A Whichever is greater (after 2 minutes)

I=Leakage Current( 1 A), C=Capacitance( 1 F), V=Rated DC Working Voltage(V)

?ﬂ_ﬁﬁq _EJC]J{E wvV 160V 200V 250V 400V 450V
Dissipation Factor

(120Hz 20°C) tg 8 0.20 0.20 0.20 0.22 0.22
IR (120H2) WV 160V 200V 250V 400V 450V
Temperature Characteristics

Impedance Ratio (120Hz) 225/ Z +20c 2 “ “ : :

+105°C i Jn7A% 52 FLE 3000 /N (D<10mm) 8 5000 /N (D212, 5mm), KK 16 /NS, FAZE 23N
WAL EER

At +105°C, with applying rated voltage for 3000 hours (D<10mm) and for 5000 hours (D>12.5mm),
then resumed 16 hours, the capacitor shall meet the requirement.

it At A R L < 30%H IR 1A
Load Life Capacitance Change = #30% of Initial measured value
S ER =) <HIIRFEME
Leakage < Initial specified value
HFE A IEVIH <3 fEHIMHREE
Dissipation Factor <300% of Initial specified value
25 35 e IS E]: 1000 N, AT H S5 APERH R H R A AR EE . AREE JIS C5101-4.1
e AT . . L .
Shelf Life (105C) Test time : 1000hours ; other items are same as the endurance. Voltage application treatment : According
to JIS C5101-4 4.1
HUE SUB R R Frequency % 50Hz 120Hz 1KHz >10KHz
Coefficient of Frequency for
Rated Ripple Current Correction factor 1&1E &% 0.80 1.00 1.40 1.60




VTG Series
m/NEK Outline Drawing
i HLA7 Unit : mm
S
E E C
g
0.3max - W =
Size $8x10.5 | $10x10.5 | $10x12.5 | $12.5x13.5 $12.5x16 $16x16.5 | $18x16.5
A+0.2 8.3 10.3 10.3 13.0 13.0 17 19
B+0.2 8.3 10.3 10.3 13.0 13.0 17 19
E 3.1 45 45 5.2 5.2 6.5 6.5
L+0.5 10.5 10.5 12.5 13.5 16 16.5 16.5
C+0.3 9.0 11.0 11.0 13.8 13.8 18 20
w 0.8~1.1 1.1~1.4
— e o RPN S
B IRREARE. BUEH L. 808 80K BT INE RS0 REER
Nominal capacitance, rated voltage, rated ripple current and case size table
WV 160V 200V 250V 400V 450V
dDxL | dDxL | dDxL | dDxL | dDxL |
Caslin (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA)
2.2 8x10.5 25 8x10.5 20
3.3 8x10.5 30 8x10.5 20
47 8x10.5 35 10x10.5 40
: 10x10.5 40 10x12.5 43
10x12.5 43
B 10x10.5 40 12.5x13.5 50
10x12.5 43
8.2 8x10.5 35 12 5135 5 12.5x13.5 55
- 8x10.5 50 8x10.5 50 10x10.5 55 10x12.5 45 12.5x13.5 70
10x10.5 57 12.5x13.5 70 12.5x13.5 53 12.5x16 75
12.5x13.5 70 12.5x13.5 66
15 8x10.5 50 10x12.5 61 10x10.5 55 15516 7 16 o165 g
10x10.2 65 10x12.5 82
22 10x10.5 65 10x12.5 70 12.5x13.5 98 16.5x16.5 85 1222'? 18050
12.5x13.5 84 12.5x16 105 '
10x12.5 144
33 1120;312:5 ;g 12.5x13.5 169 16.5x16.5 220 18x16.5 100 18x16.5 100
= 12.5x16 185
47 12.5x16 105 16.5x16.5 215 18x16.5 240
56 16.5x16.5 260
68 16.5x16.5 295 18x16.5 230
100 18x16.5 365

I~ %152 800 I Rated ripple current: (mA, 105°C, 120Hz)




	VTG Series 片式铝电解电容器中高压产品
	Size
	φ8×10.5
	φ10×10.5
	φ10×12.5
	A±0.2
	8.3
	10.3
	10.3
	B±0.2
	8.3
	10.3
	10.3
	E
	3.1
	4.5
	4.5
	L±0.5
	10.5
	10.5
	12.5
	C±0.3
	9.0
	11.0
	11.0
	W
	0.8~1.1

